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Features 

 
New Generation Stainless Steel Display 
 
True Flat Front Bezel Design and Grade 304  
Stainless Steel Enclosure (Grade 316 for Option) 
IP66/IP69K Rated with M12 Connectors 
Support Resistive Touch, PCT and Glass 
Touch on/off on the Side for Hygienic Cleaning 
 
 
 

Specification 

 
Video     1 x M12 12-pin for VGA with waterproof cover and chain 
     1 x M12 HDMI with waterproof cover and chain 
OSD Control Membrane  OSD on the rear side 
Power     1 x M12 3-pin for DC power 9-36V DC 
Others    1 x USB for touch control 
Display Type     12,1” TFT LCD  
Resolution     800 x 600 (1024 x 768) Optional 
Max. Color     16.7M 
Luminance (cd/m2)   450 (1000) Optional 
View Angle     160H / 150V   
Contrast     700:1  
Construction    304 Stainless steel chassis(default) 

316 Stainless steel chassis(optional) 
Mounting     VESA Mount 75 x 75, Yoke mount (option) 
IP Rating     Total IP66/IP69K 
Dimensions (WxHxD)   3335 x 265 x 53 mm 
Net Weight     4.6 kg 
Operating Temperature   0~50°C / -20~60°C (option) 
 
 
(All specifications and photos are subject to change without notice) 
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