SOLPAKUTEC

SLP10-810

Features

Stainless Steel Panel PC

Intel Celeron N2930 1.83GHz Onboard Processor
IP66/IP69K Rated with M12 Connectors

Support Resistive Touch, PCT and Glass

Touch on/off Button on the Side Edge for Hygienic Cleaning
Support Ergonomic Versatile Mounting: Yoke Mounting
Space-saving VESA Mounting

Specifications

CPU Onboard Intel Celeron N2930 Processor

RAM Onboard 4GB DDR3L SDRAM

USB 1 x M12 8-pin for USB 2.0

Serial 1 x M12 8-pin COM1, RS-232/422/485, default RS-232,

LAN 1 x M12 8-pin for LAN

Others 1 x Touch on/off button at the side

Power 1 x M12 3-pin for DC power with waterproof cover
1 x Power switch on the rear

Option 2 x optional blank M12 connector for selecting two options:
2xUSB 2.0,1xUSB 3.0,1x LAN,1x COM, 1x CAN

HDD/SSD 1x 2.5" SATA3

Display Type 10.7” TFT LCD

Resolution 1280 x 800

Max. Color 16.7TM

Luminance (cd/m2) 350

View Angle 170H / 170V

Contrast 800:1

Construction 304 Stainless steel chassis (Default)
316 Stainless steel chassis (Optional)

Mounting VESA mount 75 x 75, Yoke mount (Optional)

IP Rating Total IP66/IP69K

Dimensions (WxHxD) 300 x 220 x 53 mm

Net Weight 4.0 kg

Operating Temperature 0~50°C

Operating System Support Windows 7, Windows 8.1, Windows 10

(ALl specifications and photos are subject to change without notice)
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